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LOADER WAGON -
1200X600X400MM

Heavy-duty trolley - 1200x600x400mm with 15 mm
birch plywood platform and comfortable Ø260
pneumatic wheels. The trolley weighs approx. 40 kg
and can handle a load of up to 500 kg - ideal for
internal transportation of heavy items.

Size 1200x600x400mm
ca. vægt 40kg
Maximum Load 500kg
Base plate 15 mm birch plywood

film/film
Wheels Ø260

Læs mere
SKU: N/A

CARGO TRAILER - HARBOR
TRAILER
Læs mere
SKU: N/A

https://jas.dk/en/products/trolleys/loading-trolley/?utm_source=file&utm_medium=PDF&utm_campaign=Loader-wagons-en&utm_term=Loader+wagon+-+1200x600x400mm
https://jas.dk/en/products/trolleys/loading-trolley/?utm_source=file&utm_medium=PDF&utm_campaign=Loader-wagons-en&utm_term=Loader+wagon+-+1200x600x400mm
https://jas.dk/en/products/trolleys/cargo-trailer-harbor-trailer/?utm_source=file&utm_medium=PDF&utm_campaign=Loader-wagons-en&utm_term=Cargo+trailer+-+Harbor+trailer
https://jas.dk/en/products/trolleys/cargo-trailer-harbor-trailer/?utm_source=file&utm_medium=PDF&utm_campaign=Loader-wagons-en&utm_term=Cargo+trailer+-+Harbor+trailer
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